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ABSTRACT

l%eNationdb&itute qf%zndardsandT-1ogy (NET) has
dimeloped a personal computer model, called MOISTjbr pw-
dicting the transzkntmo&urvand tit transjb un”ihinbuihiing
ewoelopes. This paper Summarizs selected rgsultsjimn a com-
pwhemim laboratory experiment conducted to verijij the accu-
Wqfthe Computwdl in the hygmcopic n?gime.

TM paper discusses three d&rent multilayer wall w“-
mens installed in a calibrated hot box. The exterior sur$uxs of
the WU1lspecimens werejirst exposed to both steady and time-
&pendent un”nkr conditions, whik their inten”orsurfiws
were maintained at 21°C (70°F) and 50% di.ative humidity.
These boundary conditions caused moisturejknn the interior
enrn”ronrnentto permeate into the wall specimens and accu-
mukte in their exterior constru&”onmaterials. Subsequently,
the exten”orair temperature was elevated to 32°C (90”F), and
tk exkrior construction materials lost moisture to the inte-
rior enm”ronment.The moisture content unthin the exten”or

,’.’

m&ru&on materials andtlwheat trans&rate attheinSide
Surfhceofth ewallspecl”mensWsremeasun?dand compar?d to
ePd-.m~dwti&PP@
ties jbr the constr@ion materials comprising the wall speci-
mensweindqmdmtly measumfand usedasirrputtothe
Computw model. :

The agwement betw& pm.dietedand measuwd moistuw
contents uxzsw-thin 1.1% moktuw content. Pmdicta.i and
rnasured heat transfer rates also were in close agreement.
Accumulated moisture w dserved to have little @et on
heat trans$?rbemuse moisture did not accumulate above the
hy@sc@ limit (i.e., theso-cnlledj?ber,saturati poz”nt)and
capillary wuter did not exist within the pore space qfthe mate-
rials. The insulation remained relatively dry, and the bound-
ary Corrditfms did not give rise to a latent hat ej?ct (i.e.,
wuter was not induced to maporatejivm one part of the con-
SM”WI and condense in anotherpart).

INTRODUCTION

This paper summarizes selected results from a com-
pmknsive laboratory experiment (Zarr et al. 1995) to
verify the accuracy in the hydroscopic regimel of a com-
puter model, called MOIST (Version 2.1), that predicts
heat and moisture transfer in building envelopes. This
research project is part of an ongoing international
~arch activity to experimekdly verify mathematical
models thatpredict heat, air, and moisture movement
within building envelopes. Modeling exedses currently
are being conducted by Annex 24 of the International

~Energy ~gency to ad-s all aspects of moistum move-
I ment.
I As part of the experiment, three different mukilayer
] ~~ s@-Z ~em btit and assembkd co~~vely

I ‘Here the term hygmcopicregim m- th$t * ~te~ **
‘ moisture by sorption at relativehumidities below saturation(100Y0)

and capillarywaterdid not existwithintheporespaceof thematerials
2~~ve ~~ -= W= ~clud~ ~ the ~ratory exparknant.

This paper reportstheresultsof threewall specimens.

in a calibrated hotbox. The exterior conduction layers
consisted of hygmscopic materials that permitted mois-
ture accumulation and facilitated the mess Urement of
moisture content. The first wall specimen was com-
posed of ~Sum board, fb3@SS insolation, and exte-
rior wood siding. The second wall specimen was the
same,, except that it contained a cavity air space instead.
of fiberglass insulation, thereby permitting the effect c”
cavity insulation to be investigated. The third wall spec
imen was the same as the first, except that it included
fiberboard Sheathina thereby permitting the effect of
sheathing to be investigated. The boundary conditions
were selected to prevent moistum from accumulating
above fiber saturation lwds within the materials.

A calibrated hotbox (Zarr et al. 1987) provided con-
trolled temperature and relative humidity conditions at
the interior and exterior surfaces of the wall specimens.
The wall specimens wem &st preconditioned to provide
the desired initial moisture contents in their construction
materials. During the experiment, the exterior surfaces
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of’wallspecimens were exposedto a sequence of winter
axtditiorts that caused moisture to permeate into the
wall specimens and accumulate within the exterior con-
stmction materials. The interior surfaces of the wall

*-‘m maintained atzl~ ~~ and ~*-
tive humidity Subsequently the ambient temperature at
the exterior surfaces of the wall specimens was elevated
to 32°C (9(H), causing the exterior construction materi-
als to lose moistuxe to the interior environment The
moistum contentof the exterior conetnxtion materials
and the inside surface heat flux of the wall specimens
were measured and compared to corresponding com-
puter predicted values.

OVERVIEW OF MOIST

Several models have km developed to predict
moistum and heat transfer within building envelopes.
The features and capabilities of these models are com-
pared by Hens and Jartssens (1993). One such public
domain model, developed at the National Institute of
Standards and TWhnolo~ (NET), is MOIST (Bur& and
Thomas 1992).

MOIST predicts the ondimensional heat and mois-.
ture transfer within building envelopes and pnxiicts the
construction material moisture content vs. the time of
yeax It includes moisture transfer in the diffusion
(hy~scopic) regime through the capillary flow regime,
and includes im ortant couplings between heat and

Ymoisture transfer. The model includes one-dimensional
algorithms to model a constant flow rate of indoor or
outdoor air to an internal air cavity The model predicts
the incident solar radiation onto surfaces having various
orientations and tilt. Other features include graphics
that display the average moisture content of the con-

%he d:jidn regimeincludes moisture trader by vapor diffusion
throughtheopen pore space and bound watertransferby hygmacopic
action. The cupillay regirrzsincludes Darcy(liquid) flow through the
“pcmspaceof &e materials.

- !
WALL 1

12.7 mm gypsumboard
81.3 mm glass-fbr insulation

19.1 mm sugar pine

Figure 1

WALL 2

struction layers vs. time anda catalog of heat and mois-
ture tmnsfer properties for common buildingmaterials.

The mathematicalalgorithms used m the model are
deamibed in Burch and Thomas (1992).

The mrnputer model permits usem to easily define a
wall or cathedral ceiling and predict the moishm con-
tent of the various construction materials as a function
of time. The type and placement of building mater’kls
can be Varied. By comparing predicted n?mdtswith and
without a vapor retardeq the model can be used to
detemine whether a vapor retarder ia needed and, if SO,
where it should be placed. It also can be used to evaluate
the effect of various paints and wall coverings on mois-
ture accumulation. In addition, the model allows users
toektmnl@ - y “move” a wall or ceiling to different
U.S. and Canadian atiea to hW-&ite the effect of cli-
mate on moistum accumulation. Hourly weather data
for six U.S. cities are provided with the model. Wkather
data for 40 other U.S. and five Canadian atiee are avail-
able from the American Society of Heating, Refrigerat-

AsHRAE) (crowing and AirConditioning Engineers (
1981).

In working with a model, it is always important to
acknowledge ik limitations. One of the most significant
limitations of MOIST is that it is one dimensional. This
means that it does not include the effect of thermal
bridges and framing members and the mukidimen-
sional effects associated with air movement due to wind
and stack effects. The model does not include the effect
of freezing liquid water on the moisture properties of
materials, nor does it include mob **rPtion ~m
driving rain. In spite of these limitations, the authors
believe that predictions with computer models, such as
MOIST, can provide useful information to building
practitioners on the moisture performance of various
building envelope constructions. It is worth mentioning
that more complex models accommodating these limita-
tions suenot currently in the public domain.

WNL 3
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12.7 mm gypsumboard 12.7 mm gYPSUM- w.. ,

81.3 mm air apace 81.3 mm giase-fiberirwlalion
19.1 mm sugar pine 12.7 mm Sbeftm@ ~

19.1 mm sugarpine

W/l specimen co”hsfructiondetails.
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b ‘ DESCRIPTION OF THE EXPERIMENT

Wnll specimens

The constructiondetaila of the three W* specimens
analyzed m this paper are given m Figure 1. Each wall
~ had oV~ dhtiOnS of 1.0 m by 1.1 m
(3.3 ftby 3.6 ft) and was installed in the support frame of
the calibrated hot bOX as ShOWll in Figure k &tch Wd

spdnen contained a center metering section *-
scribed by a thin, 0.03-mm (O.OO1-rn.)plastic sleeve that

. . .
nunmumd lateral moisture flow and provided one-
dimensional moisture transfer within the metering sec-
tion. A special series of moistum content measurements
(Zarr et al. 1995) was conducted on the inside surface of
the sugar pine of wall specimen 1 and nwealed that the

lateral distribution in rnoistum content was within
A6Y0 moisture content. A firdte-diffemnce analysis was
conducted and revealed that the heat transfer within the
metering area also was one dimensional.

Calibrated Hot Box

The support frame and the assembled wall speci-
mens wem installed between the metering chamber and
thq climatic chamber of the calibrated hotbox, as shown
m Fii 2b. The metering &amber provided a down-
ward airstmun at the rnterior surface of the wall speci-
mens that was maintained at 21.2°C * O.l°C (70.2°F *
0.2”F) and 5(Mo* 3% dative humidity during the entke
experiment. The climatic ctir gmerated an upward
airstream at the exterior surface of the wall mecirnens.

IN I I I

CStibratedHotBOX
-fl -

k.::7::.1 I I . .

N8CP-2-+ bEvmmmmhamt4B2krM

b. SdmmOtCOfNLSl@hO@dW6”X.

F@tne 2 Description of expafment.

The climatic chamber boun&y condi-
tions am!give!nbelow.

Climatic Chamber
Soundary Conditions

M&r tlw wall specimens were precon-
ditioned for 42 days, the climatic chamber
ambient temperature was programmed to
generate the sequence of temperature con-
ditions given in Table 1. The ambient tem-
perature and relative humidity main-
tained inside the climatic chamber during
the experiment, and preconditioning per-
iods are plotted in Figure 3, Note that the
ambient relative humidity maintained in
the climatic chamber ranged between 370
and ll% during the experiment period.
Such a low relative humidity was neces-
sary to minimke frost accumulation on
the chamber’s r+rigeration coil. The
authors acknowledge that such a low rela-
tive humidity is atypical of prmmiling out-
door wintex relative humidities.

EWE 1 Clhatic Gctrnber Condtltons

Condmon Days

Winter - Steady 1
Wfnter - DlumolSinewavea 6
Writer - Steady 34
Winter - Diurnal Sinewovea 7
Summer - Steady 14

‘lhe diurnal$lnewave had a mean value of 7.’2’C
(45”b, an arn@fude of 17-C (31-F),and o Poriod of
24 hours.

The four winter conditions caused
moisture from the interior environment to
permeate into the wall specimens and
accumulate in their exterior construction
ma+arialaz a function of time. The pur-
pose of the first and seccmd series of diur-
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nal sinewaves was to provide a comparison of the
diurnal heat transfer rate during periods when the wall
specimens were comparatively dry and moist. During
the final summer period, the exterior ambient tempera-
ture was elevated to 32°C (%I”F), causing the exterior
construction materials to lose moisture to the interior
environment.

INSTRUMENTATION

The metering section of each wall specimen was

instrumented as shown in Figure 4a. The ambient tem-
perature was measured at a distance of approximately
.50mm (2 in.) from the inside and outside surfaces of the
wall specimens. The heat flux was measured at the inte-
rior surface of the gypsum board. The moisture content
and surface temperatun? were measured at the interior
surface of the sheathing (if present) and both the interior
and exterior surfaces of the sugar pine.

@l

M8tusdon

b
~—1.l m — 4 ~--

(nolto9oab)

b. Cuntmlh OfmOiStWOCU’itd=f-.

figure 4 Description of insimmentation.

The ambient relative humidity was measured at the
center of the airstrearns on opposite sides of the wall spec-
imens using calibrated capacitance-type relative humidi-
ty transducers. Calibrated thermocouple wire was used
for the temperature measumments. Details relating to the
moisture content and heat flux measurements are given
below.

Moisture Content

The moisture content of the wood-based materials
was measumd using the electrical+?sistance method
(Duff 1968). This method is based on the prinaple that,
below fiber saturation, there exists a unique dationship
between moistum content and electrical resistance for
different species of wood and other building materials.
For this experiment, a commercial moistum meter with a
display resolution of 0.170 moisture content was used.
The two-pin metal electrodes supplied with the meter
were replaced with a pair of parallel electrically conduc-
tive epoxy strips applied to the surface of the wood-
based materials (see Figure 4b). The epoxy was applied
to the surface of the wood-based materials in strips nor-
mal to the wood grain, M illustrated in Figure 4b. Using
a template, the mixtum was applied to the surface of the
material as two strips, each approximately 4 mm
(0.16 in.) wide with a centerline-to-centerline spacing of
23 mm (0.91 in.). Before curin~ bare-wire leads were
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placed m the mixture (one lead per strip). The mixture
‘~allowed tocureat room temperature for amini-
mum of 24 hours.

After the experiment, the moisture content sensors
were individually calibrated. This calibration was accom-
plished by removing the sensors from their correspond-
ing wall specimen with a 100-mm by 100-mm (4-in. by
4in.) section of the substrate material-The sensors were
then placed inside aprecisimi temperature and humidity
chamber that conditioned the substrate materials to var-
ious moisture contents at ambient temperatures of 4.4°C
(39.9”F) and 32,2°C (90.00F). For each sensoq the n4ation-
shipbetweenthemetemd moisturecontentand the actual
moisture content was established at the two ambient
temperature conditions. During the calibrated-hot-box
experiment, the effect of temperature on the moistum
content measurements W= included by hwar interpola-

HeatFIUX

The heat flux at the center of the metered section of
each of the wall specimens was measured using a small
heat flux transducer attached to the gypsum board
using a silicone-robber adhesive. The transducers were
23 mm (0.91 in.) in diameter and 3.2 mm (0.125 in.) thick.
These heat flux transducers generated a K, voltage sig-
nal directly proportional to the magnitude of the heat
flux passing through the transducer. The heat flux trans-
ducers wem calibrated by exposing them to lmown heat
fluxes in the NET guarded hot plate and establishing a
relationship between millivolt output and heat flux.

MATERIAL PROPERTY MEASUREMENTS

The material properties for the wall specimens were
independently measured and input to the model to min-
imize uncertainties associated with material variability
The property measurements included sorption isotherm
measurements, permeability measumments, and ther-
mal conductivity measurements and are summarized
below. Further information on the property measure-
ments is given in Zarr et al. (1995).

sorption Isotherm Measurements

The sorptionisotherms were determm“ ed by placing
eight small specimens of each hydroscopic material in
vessels above saturated salt-in-water solutions. Each sat-
urated salt-in-water solution provided a fixed relative
humidity (Greenspan 1977). The vessels were main-
tained at a temperature of 24°C * 0.2°C (750F * 0.4’F)
until the specimens reached steady-state equilibrium.
The equilibrium moisture content was plotted vs. rela-
tive humidity to give the sorption isotherm. Separate
sorption isotherm data were obtained for specimens
initially dry (adsorption isotherm) and for specimens
initially saturated (resorption isotherm). A detailed

Thennol Envelopes V1/Mo/sfure /–Prindples

description of this measumrnm tmethodis givenin
Richar& et d (1992)0

The mean of the absorption and resorption isotherm
measurements was fit to an equation of the following
form

whexe

7 .= moisture content, and

+ = relative humidity

(1)

The coefficients 111,Bz and B3 were determined by
regmsaion analysis and are summdzd in Table 2

IABE’2. Sofptlon kothonn ~ -dents

Wolklta 4 h 4

~~ 1,14 50.6 0.923
Gloss-ftberInsulation O.a)l70 1.lN 0.%3
Gypsumwallboard lM0336 1*1F 0.901
Sugar pine (%192 2.0s 0.765

Thehey~~ thesorptbnIsothermrnecaurernentswaswtthln*1 .5%

Permeability Measurements
The water-vapor permeability of the hydroscopic

materials was measured using permeability cups placed
in C(n’ltrolledenvironments. Five cimdar specimens, 140
mm (5.5 in.) in diametcz of each material were sealed at
the top of open-mouth glass dishes. The dishes were
subsequently placed tilde sealed-glass vessels main-
tained at a constant temperature. Saturated salt-in-water
solutions were used inside the glass dish and surroun-
dingglass vessels to generate a dative humidity differ-
ence of appnximately 1(YXOacross each specimen. By
using different salt solutions, the mean relative humid-
ity across the specimen was varied over the humidity
range of 11% to 97!/o.Permeability was plotted vs. the
mean relative humidity across the specimen. Separate
measurements conducted at 7C (45°F) and 24°C (750F)
revealed that temperature has a small effect on perme-
ability over this temperature range. A detailed descrip-
tion of the permeability meawuement method is given
in Burch et al. (1992). The materials used in the wall
experiment experienced temperatures somewhat out-
side the range of the permeability measurements.

Water vapor permeabfity data wem plotted vs. the
mean relative humidity across the specimen and fit to an
equation of the form

(2)

Here the permeability (IL)is expressed in kg/s”m2”Pa.
The coeffiaents Cl, Cti and C3 were determined by
regression analysis and are sumuwkwd in Table 3.

The permeance of fiberglass insulation was assumed
to be equal to measurements of the penneabil.ity of a
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G- G G
merboudsheathm -24,054 -.1004 0.0
-(#=~- -22.425 0.0 0.0
-~ -23A75 0.0 0.0
QKsardne -28.677 -0.9198 4.576

stagnantair Iayez This assumpticm is reasonable be-
cause the glass fibtm of the insulation occupy a small
fraction of its volume. In this situation, bound-water dif-
fusion ahmg the glark fibers is small compamd with mo-
lecular diffusion through the predominanttly open pore
space. The hwia relationship between heat and rqass

“’ transfer @hmlkeld 1970) was used to calculate a water
vapor permeance of 13&0 x 10-U kg/sm2”Pa for ,the
cavity airspace of wall specimen 2. ... ,.

. ,. .,,,

HeedTmnsfer Pmpeties
,.,. .,, ..,,,,

The the~d conductivities of the materials wem
measured in accordance with ASTM Tat Method C 177
(ASTM 1993) using the NET guaded hot p@e. Each

. measurement was carried out at ,approximately the
same mean temperatun? that the material experienced

.- during the steady-state winter condition of the experi-
ment. The thermal conductivity of the fiberglass insula-
tion was determined at the same thickness and density
as m the wall cavities. The densities of the materials
were measured, and their specific heats were taken from
ASHRAE (1993). The heat transfer properties for the
~te~ ~ s~~d in Table 4.

7AM 4 Heot Vonsfer Properties of the Mcstefials

Sp43cmc me-
DenattY Heat Conductivity

Moterials (k9/rn5) (‘ ‘~g”w (Wm. K)

FiberboardShecrttrh9 380.4 I 300 0.0539
Gypsum Wallboard 628.6 1090 0.159

SugorPine 373.8 1630 0.0865

Glass-fiberinsulation Wall 1 9.1 805 00445

Wall 3 8,8 m 0.0450

me densityof me gkas-fiberinsubfionwasdefermlnedby erdracfkr on
h SW core sampleof fhe Insulofian h-he wishfhe heof flux transducer.
The Ihermalconducffvlfysubsequentlywas calculated froma concfuc-
fkffv vs.denslfvconetaflon.The uncerfahfy h ~ me thermal
&ducfMfY Wk lessman 1%.

The specimens were preconditioned at 21°C * 2°C
(700F * 1°F) and 40% to 60% relative humidity for about
two months prior to the guarded hot plate measuxw
ments.

COMPARISON OF MEASURED AND
PREDICTED MOISTURE CONIENIS

In this section, the measured moisture Ccmtents of the
exterior construction materials are compamd to com-
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puter-pmdicted values. The measured boundary condi-
tionsandmat- pmmw-d=rnputbtie
modeL In the finikMferen Ceanalysis, two nodea Wem
usedinthe~boar’d, -enrntie*eatigma*
rid (if present), and SeVen in the sugar P*.4 A One-

hourtimestepwasused.’l’’htionwm~ti=a=a
nonstorage layer (Le., the storage of heat and moisture
was neglected). The predictd surface moistum contenk
were based ona3-2m(0.125ti) thick layer of the

~~~~at~ee~~.

Wall Specimen 1 (Fiberf#as$ Iw-)
,,

“ The moisture content at the inside surface of the
sugar pine for wall specimen 1 (base case) is given in
Figure 5a. The measured and predicted values am rndi-
cated by the solid and dashed lines, respectively At time
zro, the exterior ambient temperature decreased fmm
21°C (70”F) to 7.2°C (45°F) (se Figuxe 3) and water
vapor from the interior emvimnment diffuwd into the
wall construction and accumulated in the sugar pine.
The surface moishsm content increased to approxi-
mately 2!YY0moisture content (moistum content) after 48
days. Subsequently the ambient temperature at the exte-
rior’ surface of the wall was increased to 32°C (90”F).
Consequently the moisture content at the inside wood
surface decreased rapidly. The sinusoidal moistun? con-
tent variations were caused by the diurnal sinewave
variations in the climatic chamber temperatun? shown in
Figure 3. ‘Ihe amplitude c~fthe variations in moisture
content are about 2% moistu.mcontent.

The average difference between the measured and
predicted moisture content was expressed as a root-
mean-square difference, or

.

(3)

where & is the instantaneous difference between the
measured and predicted values, and N is the number of
values in the data set. The ~ for wall specimen 1 was
1.l% moisture content, indicating good agreement
between the predicted and measured values.

It was not possible to compare the measumd and
psedicted moistum contents at the exterior surface of the
sugar pine because the moistum content deaeased
below the minimum detectable moistum content (i.e.,
6Yo) of the moistum meter within a few hours after the
start of the experiment. This sudden drop in moisture
content occurred because the exterior wood surface was
exposed to ambient air having a 3% to 11% relative
humidity.

%’hisnumberof nodes wem sufficientto achieve convergence of *e

mathematical solution. That is, computer pdidions wifh twice as
many nodes in eachmateti gave virtuallyidenticalsesults.
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d, Wall specimen 3 ( with fiberboard sheathing)

F/gure 5 Comparison of measured and predicted nwi’fure content for wall specimens.

[t is worth noting that the moisture content at the
inside sugar pine stiace rose almost to fiber saturation
(27?/omoisture content) when the exterior wall surface
was exposed to a “mild” winter condition. These results
indicate that, when a wall is airtight and has no interior
vapor retarde~ vapor diffusion can cause high moisture
content in exterior construction materials.

Wall Specimen 2 (Airspace)

The results for wall specimen 2 aregiven in Figure
5b. This wall is identical to wall specimen 1, except that
no thermal insulation was installed in the cavity, form-
ing an airspace. The ~ is 0.6% moisture content, indi-
cating good agmernmt between the measured and
pmdictecl moisture contents.

Comparing Figuxes 5a and 5b, the measured peak
moisture content rose to 14% with an sir cavity and 25%
with insulation in the cavity. The placement of thenrd
insulation in the wall cavity increased the peak moistum
content at the sugar pine by approximately llYo. An
explanation is that the thermal insulation decreases the
heat transfer and reduces the sugar pine temperah,

Therrnat Envelopes vl/Molsfure I—prhdm

providing a larger temperature difference for driving
moish.uefmnsfer.

Wall Specimen 3 (Fibetbaard Sheathing)

A comparison between measumd and predicted
moisture contents for wall specimen 3 is given in Fig-
u.msSCand 5d. This wall is identical to wall specimen 1,
except that fiberboard sheathing is installed between the
insulation and the sugar prne. The ~ is 0.8170 mois-
tum content at the inside fiberboard surface and 1.1’%0
moisture content at the inside sugar pine surface, indi-
cating good agreement between measured and pre-
@ted moisture contents.

Comparing Figures 5a and SC,it is seen that the addi-
tion of the fiberboard sheathing reduces the peak mois-
ture content at the sugar pine by 6Y0.An explanation is
that the fiberboard sheathing provides additional mois-
ture-storage capacity for the wall construction. A por-
tion of the moisture inflow is stored in the fiberboard
sheathing instead of the auger pine.
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h summary, the agmernent between predicted and
measumd moistum contents for these b wall speci-
mens was within 1.lYo. The authors am unable to
explain the sounx of emor giving rise to random and
sp&n#ic differences between measured and predicted

Several simple steady-state calculatkmmethods, such
as the dew-point method (ASHRAE 1993) and Glaser’s
method (1959), can be used to predict the moisture accu-
mulation in walls exposed to boundary conditions that
rnduce condensation. A steady-state dew-point method
cakdation WSSperfOIIned on W* Specimen 1 to deter-
mine whether it could accurately predict the moisture
accumulation at the inside wood surface for this particu-
larexperiment. The results are given in the appendix. The
dew-point method was found to be sensitive to assumed
values for the vapor diffusion resistance of the wood.
That is, the calculation results varied markedly as the
vapor diffusion resistance was varied over a reasonable
range. Another shortcoming of the dew-point method is
that it does not predict the variation in moistum content
(or relative humidity) across the wood. In this experi-
ment, the wood layer has a relatively high vapor diffusion
resistance. This means that the influx of moisture pro-
duced a high moisture content at the inside wood surface,
thereby providing a conducive environment for mold
and mildew growth.

EFFECT OF MOISTURE ON HEN TRANSFER

To investigate the effect of moisture on heat transfer,
the sinusoidal heat flux variations for wall specimen I
(fiberglass inaukdion) am compamd for the first and sec-
ond series of srnewaves. ‘The temperature wavefoxms
maintained at the exterior surface of the specimen were
virtwdly identical during the first and second series of
sinewaves (Figure 7a). During both periods, the ambient
temperature in the metexing chamber also was the same.
During the first 3eries of sinewaves, the wall apedmen
was comparatively dry because indficient time had
elapsed for much moistum to accumulate. During the
time between the first and second series of sinewaves,
moistuxt?accumulated in the sheathing and siding of the
wall specimen. Therefore, the wall specimen contained a
considerably larger amount of moisture during the sec-
ond series of sinewaves compared to that during the
first series of sinewaves.

The sinusoidal heat flux variations for the first and
second series of sinewaves am compamd in Figure 7b.
The two sets of heat fluxes are seen to be almost identi-
cal. However, the measured heat fluxes tended to have
slightly lower peaks during the second series of sine-
waves$ These msuks indicate that the accumulation of

COMPARISON OF MEASURED
AND PREDICTED HEAT TRANSFER RATES

The heat flux measumd during the second series of
diurnal sinewaves for wall specimen 1 is compared to
values predicted by the computer model in Figure 6. In
the computer predictions, the fiberglass insulation was
modeled as a nonstorage layer (i.e., the storage of heat
and moisture was neglected). Similar agreement be-
tween pnsxiictedand measured heat fluxes was obtained
for the other two wall specimens.

1 I I 1 I I I
41 42 43 44 45 48 47
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Figure 6 Compdson of measured and predicted
heot fluxes for wall specimen 1.
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F&we 7 Effect of moMure on heot transfer for wall
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moistumm the wall spdmen had little effect on the
heat transfer through the wall specimens.

The authors believe that moistu.whad a small effect
cm heat transfer because moisture did not accumulate
above the hydroscopic limit of the materials. If moisture
had accumulated above the hygroacopic limit and water
had existed within the large pore space of the materials,
moisture would have had a considerably&effect on
heat transfer because water is considerably mom con-
ductive than air. This is particularly tme for the insula-
tion, which remained relatively dry during the

~~ ~ ad~tion~ the boundary -ditim ~d
not give rise to a latent heat effect (i.e., liquid water was
not induced to evaporate from one part of the construc-
tion and condense in another part).

SUMMARY AND CONCLUS1ONS

A compdwnsive experiment was conducted to pro-
vide a limited verification of the MOIST computer
model in the hydroscopic regime (i.e., the moisture con-
tent of materials did not rise above fiber saturation). As
part of this experiment, thee different mukilayer wall
specimens wem assembled and installed in a calibrated
hot box. The wall specimens were instrumented to mea-
sure the moisture content of their exterior construction
layers and the heat transfer rate at their interior surfaces.
The moisture and heat transfer properties for the con-
struction materials wem independently measured.

During the experiment, the exterior surfaces of the
wall specimens were fit exposed to steady and tirne-
dependent winter conditions, while their interior sur-
faces were maintained at 21°C (70”F) and So% relative
humidity. The winter conditions caused moisture to
accumulate within the wall specimens. Subsequently,
their exterior surfaces were exposed to an elevated tem-
perature of 32°C (90°F), causing the moisture content
within the wall specimens to decrease.

The moisture content of the exterior construction
materials and the heat transfer rate at the inside surface
of the wall specimens were compared to predictions by
the computer model. The agreement between predicted
and measured moisture contents was within 1.1’%mois-
ture content. The agreement between the predicted and
measured heat transfer rates also was good. Accurnu-
Iated moisture was observed to have little effect on heat
transfer because moistme did not accumulate above the
hydroscopic limit, therefore, water did not exist within
the pore space of the materials, and the insulation
remained relatively dry during the experiment. In addi-
tion, the boundary conditions did not give rise to a
latent heat effect (i.e., water did not evaporate from one
part of the construction and condense in another part).
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APPENDIX

DEW-POINT METHOD CALCULATION

This section examines the accuracy of a simplified
technique, the dew-point method5 (ASHRAE 1993), to
predict the amount of condensation buildup within

%he dewpointmethodisessentiallythesameas theEuropeanmethod
by Glaser (19S9),exceptthat thevapor pzessumsare plotted vs. vapor
diffusionIAstanc e insteadof distance.
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walls. The method is applied to wall specimen 1, and an
#tcznpt is made to predict the moisture accumulaticm at
the inside WOOd surface during the din? winter COdi-

tim The results of the dew-point calculation are given
in Pigure Al.

At each time step during the entire winter condition,
the calculation pmmdures outlined by TaWolde (1994)
wem applied to obtain the saturation vapor pressure
and vapor pressures for flow continuity vs. distance
from the interior wall surface. This graphical pmcedum
is ilhstrated for the steady winter condition m Figure
Ala. The vapor pressure for flow continuity rises above
the saturation vapor pmssum at the inside wood sur-
face, thereby indicating that the wood surface is a plane
of condensation.

When the inside wood surface is determined by the
above graphical procedure to be a plane of condensa-
tion, the net moisture flw (~”), exp~sed in @/s-mz
(grains/h.#) at the inside wood surface, was predicted
by the steady-state equation at each houdy time step:
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b. Plot of moistureaccumulatii at insidewood surface.

Rgure A 1 Appllcaiion of dew-paint method to wall
specimen 1.
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where

Pi =vapor p~ of the inside aiz Pa (in. Hg);

P~ =saturdh vapor pressure at inside wood surface,
Pa (h Hg);

P. =vapor pmmure of the outside air, pa (h Hg);

1$ =inside air film vapor dfiion resistance,
#“m.Pa/kg (perm-l);

~ = outside air film vapor diffusion resistance,
#.m.Pa/kg (pm-l);

RI =gypsum board vapor diffusii resistance,
#.m.Pa/kg (pmrr@);

R2 =fikglass vapor diffusion r&stance, #m. Pa/kg
(pern#); and

R3 =wood vapor diffusion resistance, #.m.Pa/kg
(per#).

The first term is the influx of moistum from the
metering chamber to the plane of condensation, while
the second term is the outflux of moistum from the
plane of condensation to the climatic chamber. If the
inside wood surface is not a plane of condensation (e.g.,
maximum of diurnal cycle), the net moisture flux was
taken to be zero. The moisture accumulation at the plane
of condensation was determined by integrating the
moistum fluxes over previous time steps.

‘hvo dew-point method calculations were carried
out. In the first calculation, the wood vapor diffusion
resistance was assumed to be 2.74 x 1010 #.m”Pa/kg
(1.57 perm-l) based on the initial wood moisture con-
tent..In the second calculation, the wood vapor diffusion
resistance was assumed to be 5.58 x l@’ s2.m”Pa/kg
(0.321 perrn-l) based on the final wood moisture con-
tent. The initial and final wood moisture contents weze
the average moisture content of the wood layer pre-
dicted by the MOIST computer model. The moisture
accumulations determined by the &st and second calcu-
lations are compared to ccmesponding predicted values
by the MOIST computer model in Figure Alb. The
MOIST values am the moistum accumulation occurring
in a 3.2-mm (0.125-in.) insfidesurface layer of the sugar
pine. Because MOIST agreed well with the experimental
measurements, it was assumed that it could accurately
predict the moisture accumulation at the inside wood
surface.

In the first calculaticm (based m the initial wood
vapor diffmkm resistance), the dew-point method calcu-
lation risesbymore than a factor of two above the MOIST
prediction. The second dew-point method calculation
(using the final wood vapor diffi.Aon =istance) was
lower than the MOIST pmd.iction. In this example, the
dew-point method calculation is sensitive to assumed
values for the wood vapor diffusion resistance.
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